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ZNShine PV-Tech Co., LTD, founded in 1988, is a world-leading high-performance PV module manufacturer, PV power station developer, EPC and power station
operator. With its state-of-the-art production lines, the company boasts module output of 5GW. Bloomberg has listed ZNShine as a global Tier 1 PV manufacturer and
Top 4 reliable PV supplier.
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ELECTRICAL PROPERTIES | STC*

zxm_s;u;kﬂmzo zxm_eéglovkﬂmzo zxm_sggl;kﬂmzo zxm_eéglo%lmzo zxm_sg—gn;kﬂmzo zxm_eé%%mzo
345 350 355 360 365 370
345+3% 350+3% 355+3% 360+3% 365+3% 370+3%
333 335 337 33.9 341 343
10.37 10.45 10.54 10.62 10.71 10.79
40.0£3% 40.2+3% 40.4+3% 40.6+3% 40.8+3% 41.0£3%
10.94+3% 11.03£3% 11.12+3% 11.21£3% 11.30+£3% 11.39+3%
Module Efficiency (%) 18.94 19.21 19.49 19.76 20.04 20.31

ELECTRICAL PROPETIES | NOCT*
Maximum Power Pmax(Wp) 252.6 256.1 259.9 263.4 267.2 270.7
Maximum Power Voltage Vmpp(V) 30.8 31.0 31.2 313 315 31.7
Maximum Power Current Impp(A) 8.20 8.27 8.34 8.41 8.48 8.54
Open Circuit Voltage Voc(V) 37.0 37.2 374 37.6 37.8 38.0
Short Circuit Current Isc(A) 8.83 8.91 8.98 9.05 9.12 9.19

*Do not connect Fuse in Combiner Box with two or more strings in parallel connection

WORKING CONDITIONS

Solar cells Mono 166x83mm

Cells orientation 120 (6x20)

Module dimension 1755x1038x30 mm(With Frame)

24 kg

2.0mm+2.0mm heat strengthened glass
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Junction box IP 68, 3 diodes
Maximum system voltage 1500 V DC
Cables H1Z2Z72-K 1x4,0mm?2
Operating temperature -40°C~+85°C
Connectors LJQ-3 Taizhou jinxiu Electrical Science & Technology Co., Ltd.
manufactured in China
3600/1600
Maximum load front/back PACKAGING INFORMATION
with safety factor 1.5 . ,
Packing Type 40" HQ
DIMENSION OF THE PV MODULE (mm) 36
Piece/Container 936
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Add : 1#, Zhixi Industrial Zone, JintanJiangsu 213251, P.R. China Remark: please read safety and installation instructions before using the product | Subject
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